
L.O.A. Max allowed draft Bow thruster Propulsion Required equipment Required tug Weather restrictions

145-155 6,5m

Min 600kW                      

(Limit can NOT be 

replaced by tug)

CPP or equal
       Pilot plug. Manuevre 

controls at bridgewings.

1 tug with 

minimum 20T 

bollard pull

DAYLIGHT ONLY      

Visibility >1NM           Avg. 

Wind <5m/s           No Ice

120-145m 6,5m

Min 500kW                      

(Can be replaced by 

Tug with min. 6 T 

bollard pull)

CPP or equal
       Pilot plug. Manuevre 

controls at bridgewings.

1 tug with 

minimum 20T 

bollard pull

DAYLIGHT ONLY      

Visibility >1NM           Avg. 

Wind <8m/s           No Ice

100-120m 7,5m

Min 400kW                      

(Can be replaced by 

Tug with min. 6 T 

bollard pull)

All types - - Visibility >1NM  

100m tug & tow 7,5m - All types -

1 tug with 

minimum 6T 

bollard pull

Visibility >1NM  

Restrictions in Köpmanholmen for vessels 100m - 155m L.O.A

All equipment to be in good working order.

 If Bow thruster is not able to be run at 100%, the power will be calculated to 50%.


